
Free Float Handguard Mounting Instructions
- Basic install instructions for our Barrel Nut, Pin and Collar System -

Standard AR-15 Upper with barrel.

Free Float Handguard with Barrel Nut, Pin & Collar System.

Barrel Nut, Pin & Collar System.

ATTENTION: Please always follow 
Firearms Safety Procedures and Local 
Firearms laws and regulations.Armorer’s Tool with Barrel Nut Wrench

Step 1.  Install the Barrel Nut Collar by sliding it onto the barrel and all the way back, over the 
upper receiver threading.  Barrel Nut Collar threading facing forward/outward.

Step 2.  Install the Barrel Nut by sliding it onto the barrel, with the smaller end of  the Barrel 
Nut facing rear/towards upper.  Hand tighten/screw the Barrel Nut clockwise onto the upper 
receiver threading.  Using Armorers tool, finish by tightening until fairly snug, making sure 
top-most round hole in Barrel Nut is lined up with the gas tube hole.

Tighten Clockwise

Align top hole in Barrel nut with gas 
tube hole in receiver.



Step 3.  Insert your gas tube into the top most hole that is lined up with the gas tube hole.  
Install other end of  gas tube into your low profile gas block.  Insert the two barrel Nut Mount 
Pins into the 2 holes horizontal from each other and perpendicular to the gas tube hole (heads 
of  pins should be facing forward/outwards.

Step 4.  Install the new handguard by carefully sliding over the barrel and low profile gas block, 
onto the new barrel nut and mount pins.  Mount pins should slide into the Mount Pin Holes in 
the rear end of  the new handguard.  Next, while holding the new Handguard in place against 
the barrel nut and mount pins, tighten the Barrel Nut Collar onto the Handguard.

All Done!

Gas tube

Position pins should 
be in once Handguard 
is inserted onto barrel 
nut.Tighten Clockwise


