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SPROCKETS

THE PILOT BORE SPROCKET, ALSO
CALLED A ROUGH STOCK BORE
SPROCKET, IS SECURED ONTO THE SHAFT
USING A BUSHING OR A HUB. 

The Sprocket is supplied with a bore that must
be re-bored to fit the customer’s shaft size. The
Tapered Bush Sprocket is mounted onto the
shaft using a pre-bored tapered bushing.
PowerDrive sprockets are manufactured from
C45 steel or G22 cast iron and our
comprehensive range covers British standard,
Simplex, Duplex and Triplex.

Specific material or hardness available on
request, Non-standard features, or Bored &
Keyed Sprockets available to order. Available
with flame or induction hardened teeth, on
request.

INTRODUCTION



PILOT BORE
SPROCKETS

POWERDRIVE PILOT BORE SPROCKET:
MANUFACTURED FROM C45 STEEL OR G22
CAST IRON FOR LARGE SIZES. 

These sprockets allow the end user to
machine the bore to suit their own
application. The bore would then require a
key way to be broached and threaded holes
made through the boss to secure the
sprocket to the shaft. The nominal pilot bore
is to allow tooling to be used to machine the
bore to size and should not be taken as a
shaft sized finish.
Benefits: Durable and hard-wearing.

INTRODUCTION

FEATURES & BENEFITS

A comprehensive range of British standard;
Simplex, Duplex and Triplex
Manufactured from C45 steel or G22 Cast iron
for larger sizes
Specific material or hardness available on
request
Non-standard features or Bored & Keyed
Sprockets available to order
Available with hardened teeth, on request

B-1



TO FIT AS 
CLAAS
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0 6 B  P I L O T  B O R E  S P R O C K E T
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B1 = 5.3mm

B2 = 15.4mm

B3 = 25.6mm



TO FIT AS 
CLAAS
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B1 = 7.2mm

B2 = 21mm

B3 = 34.9mm



TO FIT AS 
CLAAS
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B1 = 9.1mm

B2 = 25.5mm

B3 = 42.1mm
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B1 = 11.1mm

B2 = 30.3mm

B3 = 49.8mm



TO FIT AS 
CLAAS

___________________________________________________________________
1 6 B  P I L O T  B O R E  S P R O C K E T

PILOT BORE
SPROCKETS

B-6____________________________________________________ P I L O T  B O R E  S P R O C K E T S  |   

B1 = 16.2mm

B2 = 47.7mm

B3 = 79.6mm
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B1 = 18.5mm

B2 = 54.6mm

B3 = 91mm



TO FIT AS 
CLAAS
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B1 = 24.1mm

B2 = 72mm

B3 = 120.3mm



TAPER BORE
SPROCKETS

FEATURES & BENEFITS

Available in Simplex, Duplex and Triplex
Manufactured from C45 steel or Cast Iron
Can be fitted to many shaft sizes with the use of
Powerdrive bushes
Available with hardened teeth, on request

INTRODUCTION

POWERDRIVE TAPER BORE SPROCKET:
MANUFACTURED FROM C45 STEEL OR G22
CAST IRON FOR LARGE SIZES. 

These sprockets accept taper lock bushes in
a wide range of shaft sizes allowing the end
user to easily fit the sprocket to the shaft
with minimal effort and no machining.
Benefits: Durable and hard-wearing.
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B1 = 5.3mm B2 = 15.4mm B3 = 25.6mm

B1 = 7.2mm B2 = 21mm B3 = 34.9mm

B1 = 9.1mm B2 = 25.5mm B3 = 42.1mm



TO FIT AS 
CLAAS

___________________________________________________________________
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B3 = 49.8mm

B3 = 79.6mm

TAPER BORE
SPROCKETS
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1 6 B  T A P E R  B O R E  S P R O C K E T

B1 = 11.1mm B2 = 30.3mm

B1 = 16.2mm B2 = 47.7mm



TO FIT AS 
CLAAS

___________________________________________________________________

SPROCKET
TYPES
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Get in touch
WWW.DISTAG.COM

TULLOW
Distag QCS LTD
Industrial Estate Tullow
Tullow
Co.Carlow
IRELAND
R93 V585

Tel: +353 (0)59 915 1626
Fax: +353 (0)59 915 1264
Email: sales@distag.com

IPSWICH
Distag QCS (UK) LTD
Unit 24
Farthing Road Ind.Est.
Sproughton, Ipswich
Suffolk, UK
IP1 5AP

Tel: +44 (0)1473 744 612
Fax: +44 (0)1473 744 613
Email: info@distag.com

DUNGANNON
Distag QCS (UK) LTD
11 Cookstown Rd
Dungannon
Northern Ireland
BT71 4BB

Tel: +44 (0) 28 92 633380
Fax: +44 (0) 28 92 607231
Email: Nisales@distag.com


